PERIBEST C17

TECHNICAL SPECIFICATIONS

Max. Flow (continuous)

PEREEST P =

pumps

MODEL C17
500 I/h

Capacity

0,109 l/rev

Max. Discharge Pressure

10 bar

Max. Temperature

80°C

Inner Diameter

16 mm.

Hose material

NR, EPDM, HYPALON®

Connections material

AISI-316, PP, PVDF (PTFE)

Pump casign material

Alluminium Tefzel® coating

MAIN FEATURES AND BENEFITS

THE BEST SOLUTION FOR DOSING AND TRANSFER
ALL KIND OF ACIDS AND CORROSIVE PRODUCTS.

e HOSE LEAKAGE SENSOR AND DRAINAGE SYSTEM
INCLUDED.

e EXTREMELY HEAVY DUTY DESIGN FOR
THE MOST DEMANDING APPLICATIONS
UP TO 10 BAR.

e LATEST TECHNOLOGY PERISTALTIC HOSE.



REQUIRED PRODUCT
MOTOR POWER (KW) TEMPERATURE (°C)
0.30
0.25
40 °C
0.20
50 °C
0.15
60 °C
0.10 e
0.05 80°C
100 kPa =1 bar

PUMP SPEED (RPM) 10 20 30 40 50 60 70 80 90 100

CAPACITY (L/H) 65 131 196 262 327 392 458 523 589 654
PRESSURE (kPa) 0 kPa 500 kPa 750 kPa 1000 kPa
TORQUE (Nm) 20 29 43 50
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C17 2921 ‘ 55,6 61 ‘ 79,5 ‘ 120 ‘ 25,5 ‘ 66,5 ‘436,5‘ 170 ‘ 320 ‘ 285 ‘377,6‘ 63 ‘ 195 ‘ 12 ‘BSP3/4"

*Depending on the driver, dimensions could change.

Production Plant
PeriBest Pumps S.L.
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www.perlbest.com Pol. Ind. Sector H
E-08170 Montorn s del Vall s
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